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REPLACE 3’ AGGREGATE SHOULDER ON LT EDGE OF PAVEMENT @ ] S S
WITH 4" WIDE HOT MIX ASPHALT BASE COURSE WIDENING 10 1/2 “ FROM Q < < © ©
STA. 600+80.00 TO STA. 602+65.00 USING TRAFFIC CONTROL '{7) v ff ff
AND PROTECTION STANDARD 701326 n v
PLACE TEMPORARY CONCRETE BARRIER AND IMPACT TEMP. SOIL
ATTENUATORS AS SHOWN USING TRAFFIC CONTROL RETENTION SYSTEM
AND PROTECTION STANDARD 701201.
INSTALL TRAFFIC SIGNING PER TRAFFIC CONTROL AND IMPACT ATTENUATOR TEMPORARY I
PROTERTION STHOATD ToR A LR TVE: MO, [ PO ATTRATOR TR
TEST LEVEL 3 ’ '
PLACE TEMPORARY SOIL RETENTION SYSTEM AND REMOVE - BEREEDIR = e —_—— L 7/7/72"1
LT SIDE OF EXISTING STRUCTURE AS SHOWN ON CULVERT | c00+00 3 ' -
STRUCTURE PLANS l ,
/'
DURING STAGE I CONSTRUCTION, STRUCTURE PLACEMENT AND R N T T EE S T RN SRS ST S P st
ALL OTHER COLLATERAL WORK SHALL BE COMPLETED FOR THE LT A : B B
SIDE OF THE ROADWAY ONLY
AN R
AFTER STRUCTURE IS COMPLETE REPLACE 3 AGGREGATE SHOULDER

. < )
ON RT EDGE OF PAVEMENT WITH 4’ WIDE HOT MIX ASPHALT BASE COURSE 9 TEMP. CONC. BARRIERS
WIDENING 10 1/2” FROM STA, 600+80,00 TO STA. 602+65.00 TO @ 12.5 = 112.5°
ACCOMODATE STAGE II TRAFFIC USING TRAFFIC CONTROL
AND PROTECTION STANDARD 701326.

1 HOT MIX ASPHALT BASE
] COURSE WIDENING 10Y5>"
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PLOT SCALE = 188.8951 * 7 IN,

USER KAME ¢ moushordcs
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STAGE II CONSTRUCTION OF SOUTH SIDE
&
RELOCATE TEMPORARY CONCRETE BARRIER AND IMPACT -
ATTENUATORS AS SHOWN USING TRAFFIC 1
CONTROL AND PROTECTION STANDARD 701201 -
. INSTALL TRAFFIC SIGNING PER TRAFFIC CONTROL AND . —
PROTECTION STANDARD 701101. ! 600+OO I | ‘

PLACE TEMPORARY SOIL RETENTION SYSTEM AND REMOVE _
RT SIDE OF EXISTING STRUCTURE AS SHOWN ON CULVERT L ALY : VA ]
STRUCTURE PLANS (22222

IMPACT ATTENUATOR TEMPORARY

(FULLY REDIRECTIVE, NARROW), ‘ IMPACT ATTENUATOR TEMPORARY
DURING STAGE II CONSTRUCTION, STRUCTURE PLACEMENT AND TEST LEVEL 3 ‘/ | (FULLY REDIRECTIVE, NARROWI,
ALL OTHER COLLATERAL WORK SHALL BE COMPLETED FOR THE RT E—
SIDE OF THE ROADWAY ONLY RETENTION SYSTEM
o =
AFTER STAGE II CONSTRUCTION IS COMPLETE, REMOVE = 3
TEMPORARY CONCRETE BARRIER AND IMPACT ATTENUATORS N &
USING TRAFFIC CONTROL AND PROTECTION 3 3
STANDARD 701201, ) < e, ILLINOIS DEPARTMENT OF TRANSPORTATION
NOTE = n
HOT MIX ASPHALT BASE COURSE WIDENING 10 1/2” FROM STA. 600+80.00 TO g > STAGE CONSTRUCTION DETAIL
STA. 602+65.00, RT & LT, WILL BE MILLED WITH MAINLINE PAVEMENT. 9 TEMP. CONC. BARRIERS CULVERT AT STA. 601+79.18
@ 12.5' = 112.5'
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